AS5406

ADOPTION NOTICE

AS54086, "FITTING, UNION, TUBE, .375 BULKHEAD", was adopted on 1 February 2000 for use by
the Department of Defense (DoD). Proposed changes by DoD activities must be submitted to the DoD
Adopting Activity: Defense Supply Center, Columbus, DSCC-VAI, 3990 East Broad Street, Columbus,
OH 43216-5000. DoD activities may obtain copies of this standard from the Defense Automated Printing
Service, Building 4/D, 700 Robbins Avenue, Philadelphia, PA 19111-5094. The private sector and other
Government agencies may purchase copies from the Society of Automotive Engineers,

400 Commonwealth Drive, Warrendale, PA 15096-0001.

AS5406 should be used instead of AN832 and MS24393 that were canceled on 11 February 2000.

Note: To the users of this document, it is recommended that the use of carbon steel and cadmium plating
be used only when other materials and finishes specified in AS5406 cannot meet performance
requirements.

Custodians: Adopting activity:
Air Force - 99 DLA-CC
Army - AV
Navy - AS (Project 4730-0995)
DLA-CC

Review activities:
Air Force - 82
Army - AT

AMS N/A FSC 4730
DISTRIBUTION STATEMENT A. Approved for public release; distribution is unlimited.




